
 

 

 

Perfectly Green Product Specification Sheet 
 
Product:  Proline 
Perfectly Green Proline Artificial Putting Green Grass is the 
ideal surface to practice all year round. 
 

 

Technical Data 

Product application: 

Golf Greens 

Pile height mm ±5%: 16 

Gauge: 3/16" 

Production method (DIN61151): Tufted  

Stitches for 10 cm +/-1: 40 

Stitches for m2 approx: 84,000 

Total weight gr/m2 +/-5%: 2,912 

Water permeability (P 90107requirements>63 l/h): 

60 litre/min 

Composition: PE Monofilament straight & PP 

Monofilament curled  

Stimp meter reading: 10 

Blade Type: Curled 

Colour: 2-Tone 

Primary backing: 100 % Polypropylene 

Primary backing weight: gr/m2 +/- 8% 120 gr/m2 

Backing: Latex  

Backing weight: gr/m2 +/-10% 1,083 gr/m2 

UV stability: 10 years 

Installation method:  

Please see our website www.perfectlygreen.co.uk for the 

installation manual 

 
16mm Pile Height 

Latex backing, pre-punched for 
drainage 

10 Year UV Protection 

Envirofill if infill required 

Available in 4m Width Contact us for more information: 

01825 729259 

sales@perfectlygreen.co.uk 

www.perfectlygreen.co.uk 

 

Perfectly Green, Ridgewood Industrial Estate, 
Uckfield, East Sussex, TN22 5QE 
All information correct at time of printing 
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